
SPRING-LOADED PINS

Mill-Max Mfg. Corp. • 190 Pine Hollow Road, P.O. Box 300, Oyster Bay, NY 11771 • 516-922-6000 • Fax: 516-922-9253 • www.mill-max.com

Material Specifi cations:

   Sleeve & Plunger Material:   Copper Alloy
   Spring Material:   Beryllium Copper
   Sleeve & Plunger Finish:   20 ” Gold over Nickel
   Spring Finish:   10 ” Gold over Nickel
   Dimensions:  Inches

   Tolerances On:   Lengths:       ± .006
                                      Diameters:  ± .002
                                      Angles:         ± 2 °

.039.039.0195.0195

0906-0
0906-0-15-20-76-14-11-0
Short stroke
Solder mount in .020 min. mounting hole

.072 DIA..072 DIA.
.028.028

.017 DIA..017 DIA.

.064 DIA..064 DIA.

.059 DIA..059 DIA.

.042 DIA..042 DIA.

.0275.0275

.016.016 .106.106

A

.069.069

.055.055

0906-14,8
0906-X-15-20-7X-14-11-0
Standard stroke
Solder mount in .020 min. mounting hole

.174.174

.106.106

.055.055

.0275.0275

.072 DIA.

.025.025

.015.015
.016.016

.064 DIA.

.017 DIA.

.059 DIA.

.042 DIA.

0930
0930-0-15-20-75-14-11-0
Standard stroke
Solder mount in .020 min. mounting hole

.072 DIA..072 DIA. .028.028

.028.028

.016.016

.115.115

.274.274

.185.185

.045.045
.090.090

.064 DIA..064 DIA.

.059 DIA..059 DIA.

.042 DIA..042 DIA.

.055 DIA..055 DIA.

.025 DIA..025 DIA.

0914
0914-0-15-20-77-14-11-0
Long stroke
Solder mount in .029 min. mounting hole

.070 DIA..070 DIA.
.028.028

.016.016

.028.028

.226.226

.268.268

.0275.0275
.055.055

.052.052

.064 DIA..064 DIA.

.059 DIA..059 DIA.

.042 DIA..042 DIA.

.055 DIA..055 DIA.

.025 DIA..025 DIA.

0901
0901-0-15-20-75-14-11-0
“Legacy P/N 0901-0-00-00-00-00-11-0”
Solder mount in .029 min. mounting hole

.017 DIA..017 DIA.

.059 DIA..059 DIA.

.064 DIA..064 DIA.

.072 DIA..072 DIA.

.016.016

.028.028

.069.069

.198.198

A

.042 DIA..042 DIA.

STROKESTROKE
.0275.0275 MIDMID

STROKESTROKE

MAXMAX
.055.055

0908-09
0908-X-15-20-75-14-11-0
Standard stroke
Solder mount in .020 min. mounting hole

.072 DIA..072 DIA. .028.028

.028.028

.016.016 .185.185

.274.274

.170.170

.045.045
.090.090

.055 DIA..055 DIA.

.025 DIA..025 DIA.

.064 DIA..064 DIA.

.059 DIA..059 DIA.

.042 DIA..042 DIA.

0932
0932-0-15-20-77-14-11-0
Long stroke
Solder mount in .029 min. mounting hole

.072 DIA..072 DIA.

.042.042

.064 DIA..064 DIA.

.059 DIA..059 DIA.

.042 DIA..042 DIA.

.060 DIA..060 DIA.

.025 DIA..025 DIA.

.046.046

.028.028

.228.228

.298.298

.235.235

.055.055

.0275.0275

0929
0929-0-15-20-75-14-11-0
Standard stroke
Solder mount in .029 min. mounting hole

.072 DIA..072 DIA.
.046.046

.060 DIA..060 DIA.

.025 DIA..025 DIA.

.064 DIA..064 DIA.

.059 DIA..059 DIA.

.042 DIA..042 DIA.

.028.028

.077.077

.305.305

.298.298

.200.200

.055.055.0275.0275

0922
0922-0-15-20-75-14-11-0
Standard stroke
Solder mount in .029 min. mounting hole

.028.028

.177.177

.016.016

.072 DIA..072 DIA.

.064 DIA..064 DIA.

.042 DIA..042 DIA.

.059 DIA..059 DIA.

.032 DIA..032 DIA.
.118.118

.0275.0275

.055.055

.234.234

MIDMID
STROKESTROKE

MAXMAX

STROKESTROKE

0956
0956-0-15-20-75-14-11-0
Standard stroke
Solder mount in .035 min. mounting hole

DISCRETE SPRING-LOADED CONTACTS • THROUGH-HOLE MOUNT
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Mechanical & Electrical Specifi cations:

Durability:   1,000,000 cycles
Current Rating:   2A continuous,  3A peak

Contact Resistance:   20 m max.

Environmental Specifi cations:

Operating temperature range:   -55/+125° C 75

76

77

Order Code:  09XX - X - 15 - 20 - 7X - 14 - 11 - 0

Spring

Number

   Spring Number     

.0275

.0195
.045

Mid.

Stroke

60 g
60 g
60 g

Force @

Mid. Stroke

.055

.039

.090

Max.

Stroke

25 g
25 g
25 g

Initial Force

(Pre-Load)

75, 76, 77  Springs are not 

interchangeable

0908-0

0908-1

0908-2

0908-3

0908-4

0908-5

0908-6

0908-7

0908-8

0908-9

Basic Part

Number

.255

.275

.295

.315

.335

.350

.370

.390

.410

.430

Length

A

RoHS - 2
2011/65/EU

0906-1

0906-2

0906-3

0906-4

 * 0906-8

Basic Part

Number

.177

.197

.217

.236

.155

Length

A

* 0906-8 has a .0195 Mid. 
Stroke & .039 Max. Stoke


