3.0 TESTING:

NOTES:
1.0 SPECIFICATIONS:
1.1 FREQUENCY RANGE: DC to 18.0 GHz
1.2 IMPEDANCE: 50 OHMS NOMINAL
1.3 VSWR MAX.:
DC to 4.0 GHz: 1.15:1
4.0 to 8.0 GHz: 1.20:1
8.0 to 12.4 GHz: 1.25:1

BLUE DOT REQUIRED AFTER X—RAY
ON SCREENED UNITS ONLY.

SMA FEMALE CONN.

PER MIL-PRF-39012

12.4 to 18.0 GHz: 1.35:1
1.4 ATTENUATION & ACCURACY: SEE TABLE
1.5 MAXIMUM INPUT POWER

TO 0.5 WATTS AT +125°C
1.5.2 500 WATTS PEAK

1.6 OPERATING TEMP. RANGE:
—55°C to +125°C

1.5.1 2 WATTS AVG. AT +25°C DERATED LINEARLY ‘

.350/.385
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2.0 MARKING: ‘

CLASS IV M
P.N. M3935
DC to 18.0

B

d3GANNN 13dON

ENGRAVE NUT
PER NOTE 2.1
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2.1 ENGRAVE SERIAL NO. AND DATE CODE
ON NUT AS SHOWN.

2.2 MARK BODY AS SHOWN.

\

g

(REF.: INK—09003—27—XX) FOR SCREENED.
(REF.: INK—09004—27—XX) FOR NON—SCREENED.

PER EPX—08003—44-01

TEST IN CONJUNCTION WITH (2 PLCS)

ATP—07839—-60—-01 FOR SCREENED UNITS.
ATP—09210-60-01 FOR NON—SCREENED UNITS.

SEE MODEL NO.
4.0 BAG MARKING: /

MODEL M3933/16—-{XX]
ATTENUATOR FIXED COAXIAL LINE

SILVER EPOXY CAPTURE HOLES A

DIM A MAX.

XXX 1YY WW

LMALE CONN.

PER MIL—PRF—-39012

Y

EPOXY SEAL SEAM PER
EPX—08000—44—01
(2 PLCS)
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MMI MODEL NO. | ATTEN DEVIATION DIM A WEIGHT MMI MODEL NO. | ATTEN DEVIATION DIM A WEIGHT
M3933 /16—XX (dB) DC—18 GHz MAX. [(0z. MAX.) M3933/16—XX (dB) DC—18 GHz MAX.  [(Oz. MAX.)
M3933 /16—01 3 +0.3 1.24 0.5 M3933/16—32 13 0.5 1.24 0.5
M3933/16—02 6 +0.3 1.24 0.5 M3933/16—33 13.5 +0.5 1.24 0.5
M3933/16—03 10 +0.5 1.24 0.5 M3933 /16—34 14 0.5 1.24 0.5
M3933 /16—04 20 +0.7 1.24 0.5 M3933/16—35 14.5 +0.5 1.24 0.5
M3933/']6—O5 1 0.4 1.24 0.5 M3933/16—36 15 0.5 1.24 0.5
M3933 /16—06 2 +0.4 1.24 0.5 M3933/16—37 15.5 +0.5 1.24 0.5
M3933 /16—07 4 +0.3 1.24 0.5 M3933/16—38 16 +0.7 1.24 0.5
M3933/']6—08 5 +0.3 1.24 0.5 M3933/16—39 16.5 0.7 1.24 0.5
M3933 /16—09 7 +0.5 1.24 0.5 M3933/16—40 17 +0.7 1.24 0.5
M3933/16—10 8 +0.5 1.24 0.5 M3933 /16—41 17.5 +0.7 1.24 0.5
M3933 /16—11 9 +0.5 1.24 0.5 M3933/16—42 18 +0.7 1.24 0.5
M3933/16—12 30 +1.0 1.85 0.8 M3933/16—43 18.5 +0.7 1.24 0.5
M3933/16—13 40 +1.0 1.85 0.8 M3933 /16—44 19 +0.7 1.24 0.5
M3933/16—16 0 +0.4 1.24 0.5 M3933 /16—45 19.5 +0.7 1.24 0.5
M3933/16—17 0.5 0.4 1.24 0.5 M3933/16—46 20.5 +0.7 1.24 0.5
M3933/']6—']8 1.5 0.4 1.24 0.5 M3933/16—47 21 +0.7 1.24 0.5
M3933/16—19 2.5 +0.4 1.24 0.5 M3933 /16—48 21.5 0.7 1.24 0.5
M3933/16—20 3.5 +0.3 1.24 0.5 M3933 /16—49 22 0.7 1.24 0.5
M3933/16—21 4.5 +0.3 1.24 0.5 M3933/16—50 22.5 0.7 1.24 0.5
M3933/16—22 5.5 +0.3 1.24 0.5 M3933 /16—51 23 0.7 1.24 0.5
M3933/16—23 6.5 +0.3 1.24 0.5 M3933/16—52 23.5 +0.7 1.24 0.5
M3933/']6—24 7.5 0.5 1.24 0.5 M3933/16—53 24 0.7 1.24 0.5
M3933/16—25 8.5 +0.5 1.24 0.5 M3933 /16—54 24.5 0.7 1.24 0.5
M3933 /16—26 9.5 +0.5 1.24 0.5 M3933/16—55 25 +0.7 1.24 0.5
M3933/']6—27 10.5 0.5 1.24 0.5 M3933/16—56 28 0.7 1.24 0.7
M3933/16—28 11 +0.5 1.24 0.5 M3933/16—57 32 +1.0 1.85 0.8
M3933/16—29 11.5 +0.5 1.24 0.5 M3933/16—58 36 +1.0 1.85 0.8
M3933/']6—3O 12 0.5 1.24 0.5 M3933/16—59 44 1.0 1.85 0.8
M3933 /16— 31 12.5 +0.5 1.24 0.5 M3933/16—60 45 1.0 1.85 0.8
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of Midwest Microwave
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FLATNESS: T.LR.

CONCENTRICITY: T.L.R.
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