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NOTES:
1. MATERIAL: NYLON 6/6 (RMS-01)
    FLAME RETARDANT NYLON 6/6 (RMS-19), UL94-V0.
2. COLOR: NATURAL.
3. ACRYLIC ADHESIVE TAPE (RMS-15), WHITE LINER.
4. RUBBER ADHESIVE TAPE (RMS-102), BLUE LINER,
    AVAILABLE BY SPECIAL ORDER ONLY.
    TO ORDER USE P/N: AKKL-XXXXA1-RT OR AKKL-XXXXA1-19

** AKKL-10112 AVAILABLE WITH 1/16 [1.6] THICK TAPE ONLY.
* AKKL-2140 AVAILABLE WITH RUBBER ADHESIVE TAPE (RMS-136) ONLY.

"C"

"A" TYPICAL RELEASE
TAB LOCATION **1/32" [0.8] THICK,

DOUBLE SIDED
ADHESIVE TAPE

"B"

"D"

NYLON W/O TAPE NYLON W/ TAPE V-0 NYLON W/O TAPE V-0 NYLON W/ TAPE

AKKL-2140-01 AKKL-2140A-RT AKKL-2140-19 AKKL-2140A-19 .215-.258 [5.5-6.5] .85 [21.6] .650 [16.5] .708 [18.0] .39 [10.0]
AKKL-3140-01 AKKL-3140A-RT AKKL-3140-19 AKKL-3140A-19 .312-.406 [7.9-10.3] 1.00 [ 25.4] .866 [22.2]
AKKL-4756-01 AKKL-4756A-RT AKKL-4756-19 AKKL-4756A-19 .469-.562 [11.9-14.3] 1.25 [31.8] 1.09 [27.8]
AKKL-5775-01 AKKL-5775A-RT AKKL-5775-19 AKKL-5775A-19 .578-.750 [14.7-19.1] 1.50 [38.1] 1.25 [31.8]
AKKL-8710-01 AKKL-8710A-RT AKKL-8710-19 AKKL-8710A-19 .875-1.00 [22.2-25.4] 2.00 [50.8] 1.75 [44.5]
AKKL-10112-01 **AKKL-10112A-RT AKKL-10112-19 **AKKL-10112A-19 1.00-1.25 [25.4-31.7] 2.5 [63.5] 2.00 [50.8]

.750 [19.1]

1.00 [25.4]

.40 [10.2]

.50 [12.7]

PART NUMBER BUNDLE DIA. RANGE     
REF. "A"±.015 [±0.4] "B"±.015 [±0.4] "C" REF. "D"


