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EMERSON
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TABLE 1

KEYING

LETTER
A B C

COLOR

BAND

NONE 120 120 120 NONE

S 135 135 90 WHITE

T 100 150 110 RED

U 120 130 110 ORANGE

V 115 130 115 YELLOW

W 125 110 125 GREEN

X 130 100 130 BLUE

Y 110 140 110 VIOLET

Z 100 160 100 GRAY

TABLE 2

MODEL

NUMBER

INCLUDED

ITEMS

BJ770

CONNECTOR

HEX NUT

LOCK WASHER

BJ770GL

CONNECTOR

HEX NUT

LOCK WASHER

GROUND LUG

ECO 52969G 2/8/12

BJ770/S/T/U/V/

W/X/Y/Z

3-0296 G

3/1 6/2/95 1 OF 23-0296

C. MONAHAN2/14/12

C. MONAHAN2/14/12

C. WALLACE2/13/12

C. MONAHAN

N/A

BLANK LENGTH

(REF. ONLY)

N/A

SURFACE AREA

 3-0296  1 

4. EXAMPLE OF COMPLETE MODEL NUMBER:

             BJ770 -T

POLARIZATION LETTER

  (SEE TABLE 1)
BASIC MODEL

   NUMBER

RECOMMENDED

PANEL CUTOUT

3.  MAXIMUM PANEL THICKNESS .125

2.  SOCKET CONTACT CONCENTRIC TWINAX/

    TRIAX TRB SOLDER POT BULKHEAD

    MOUNT RECEPTACLE

1.  FINISH: NICKEL

GROUND LUG

(BJ770GL ONLY)

1/2" HEX NUT

7/16-28 UNEF-2A

SOLDER POT ACCEPTS

.036 CONDUCTORS

.600

.140


